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TECHNICAL SPECIFICATION
fоr the supply of а plant for shredding polyethylene waste
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1.1 Nаmе
Installation for shredding polyethylene waste (industrial shredder)

1.2 The basis and purpose of the purchase of the goods

1.3 Information about the novelý
Тhе product must Ье new, not previously used.

All components, assemblies, parts апd components must Ье mапufасtчrеd по earlier than 2022.
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1. GENERAL INFORMATION

The equipment is designed fоr рrimаry (соаrsе) grinding ofhard+o-grind polyethylene mаtегiаls with а
size ofat least 30-50 mm oftechnological waste and waste in the production offinished polyethylene
pгoducts.

з. TEIrMS оF USE
3.1 Gепеrаl opcrating conditions

Place of operation - wоrkshор "Karshitermoplast", LLC "Shчrtап Gas Chemical Complex"
Operating mode of the епtеrргisе: Two shifts, 12 hours а day, 8000 hочrs а year.

3.2 Additional / special operating requirements
Specification of rаw waste

.]\9 Nаmе Fоrmсd Vierv

Physical and
mechanical properties
Density, g /

cm3
Melt flow
rate, 2. 1 6

kg, g/lOmin

1 Ingots
Debris fоrmеd when starting and
stopping the ехtrчdеr,

Large-sized
solid роlуmеr

0,94_0,96 0,2-1,0

2 Pipe

Defective, substandard products
fогmеd whеп the extruder
deviates frоm the technological
mode.

Pipe segments 0,94-0,96 0,2_ 1,0

{. TECIINICAL RE UIREMENTS
4.1 The main technical геqчirеmепts fоr the technological line and fоr technical апd соmmеrсiаl

proposals of potential suppliers
4.1.1. Preliminary list of соmропепts дпd parts of the complete production line:
. Loading hорреr;

о waste cutting device;
о Electric cabinet;
. Devices шrd equipment (special tools) for repair work;
о А set of spare partý fоr the period of commissioning;
. Required fast-wearing spare parts (fractional mesh, knives,

bearings, etc.) fоr 2-уеаr operation.

The above list of components and parts is preliminary. Тhе actual completeness of the line is

determined Ьу the mапчfасtчrеr based on the requirements for the fiпаl products.

Technical specifications of the equipment:
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Basis: MeasrrTes to eliminate the shortcomings of monitoring of the 5th stage of control frоm
14.02.2020, item No, 15

Purpose: Fоr рrimаry (coarse) grinding ofhaTd-to-grind polyethylene materials йth а size ofat least

30-5Omm.

2. SCOPE оF APPLICATION
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The standard роwеr supply is 220l380V with а frеqчепсу of50 Hz;
Motor protection-IP54

Stable guaranteed productivity from 250 to 600 kg / hour;

The mахimчm diаmеtег of the recycled waste of polyethylene pipes is up to 630 mm;

The maximum length of the recycled waste of polyethylene pipes is up to 3 m;

Production ofcutting раrts from high-quality steel of the SCD-Il brand or its analogues, the

hardening hardness of the knives is HRC55-60, the working srrrface must Ье protected from
coпosion and abTasive wear Ьу appropriate methods;

The wall thickness of the crushing сhаmЬеr is at least 25 mm;

The shredder body is made ofQ345B steel;

Сопtгоl - automatic, local;

Economical епеrgу costs (electricity, compressed air);

The рrеsепсе оf а cooling system in case ofoveгheating of the rоtоr оr engine;

Crushing of pipes and ingots without preliminary cutting;
о Electгical components frоm well-known leading manufacturers siemens апd schneider
. The рrеsепсе ofa protection system (blocНng) and an alarm system (in case ofengine

overheating, rotor stopper, etc.;)

4.1.2. The submitted technical pToposal must Ье written in Uzbek or Russian and duplicated in English
The technical part of the technical and commercial ргороsаls of potential suppliers should at least

consist of the following documents:

. It iS necessary to provide certificates (intemational certificates ISo-9001, l4001,50001,4500l,
certificate of origin, manufacturer's quality certificate апd/оr other certificates of intemational,
recognized laboratories and test centers);

о It is necessary to pTovide а list of companies that are users ofйe рrороsеd product;

о It is necessary to specifu publicly ачаilаые iпfоrmаtiоп about the mапчfасtчrеr (the company's
website, etc.);

. Reference list of deliveries оf this оr similar equipment (provided that the equipment йth the

ршаmеtеrs required Ьу the customer is оffеrеd for the first time) for the last 3 уеаrs, indicating
the contact details ofthe customers.

. Technical characteristics ofthe main and auxiliary equipment with ап indication ofthe
guaranteed capacity ofthe equipment ofthe manufactuTed products, the service life ofthe
equipment, specific рrореrtiеs and detailed energy requirements;

о Basic equipment and all possible additional components and functions based оп the ехреriепсе of
previous deliveries;

о Information about the materials used for the manufacture of the body and cuшing parts ofthe
shredder йth the application of the certificate of compliance;

Detailed drawings of the general view ofthe main and auxiliary equipment;
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{.2 Des uirements, instalIation and technical uirements
лъ Description Technical specifi cations

1 The рчrроsе of the process РЕ / РР / PVC pipes with а diаmеtеr of ^ 630 mm

2 700 * 700 mm
) Rotator diameter 400 mm (effective length: 800 mm)

Fееdеr size
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4 Тhе speed of rotation оf the rveb 60-75 Tpm

Blade mаtеriаl SKD_1l
6 HRc55-60
7 NчmЬеr of rotating blade 34 + 4pg,
8 Number of fixed blade 2 sets

9 Thickness of the walls ог the
crushin сhаmЬеr

25mm

l0 Crushing сhаmЬеr material Q345B
11 Drive motor роwеr 45 kW

Electrical parts
l Motor ргоtесtiоп standard IP54
2 Noise (decibel) <75

J PLC SIMENS PLC в

4 contactor schneider
) Electrical rеlач schneider ъ$

HydrauIic system L
1 Oil pump mоtоr зkW
2 Maximum. System рrеssчrе l0 Мра
J Нуdrаuliс cylinder diameter 80 mm
4 Cooling type Fап cooling

Feeding system
l The distance of pushing materials 800 mm
2 Fоrwаrd and backward control system PLC control system
J Protection system contactless switch

.1.2. Reliahili uirements
All units оf the installation must Ье protected from environmental influences whеп working with an аir
tеmреrаtчrе rапgе ranging from-lO0C to +500С. The working sчrfасе ofthe equipment must Ье
protected from согrоsiоп and аЬrаsiче wear Ьу аррrорriаtе methods.

тhе finished products should Ье polyethylene ingots ofvaTious geometric shapes with очеrаll
dimensions of 30-50 mm

4.4 Marking requirements
The main marking data should contain:

. name ofthe type ofequipment (conventional паmе) and (оr) designation ofthe type of
equipment;

. nominal values ofthe main parameters ofthe equipment: voltage, счrrепt, frequency, роwег,
etc.;

о date оfmапчfасtчте;
trademark оr паmе ofthe mапчfасtчrеr.

.1.5 Size апd acka ln re чirеmепts
The equipment must Ье

the supplied equipment,
damage and corrosion:

sЫpped iп export packaging that сопеsропds to the паtчrе of
The packaging must protect the саrgо frоm any Нпd of
the materials used fоr packaging must Ье of рrореr

5

Blade hardness

4.3. Requirements fоr finished рrоdчсts
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quality, оГ sufficient stгепgth, excluding the possibitity of damage
overloading Ьу сrапеs and loaders. А detailed list оf contents should
each package. The supplier is fully responsible fоr апу Hnd оf damage
due to poor-quality packaging,

dчriпg loading,
Ье provided оп

to the equipment

5.1 l)elivc and асс rосеdurепсе
Аftег installation, commi Ssioning, the equipment will Ье subjected to соmргеhепsiче ореrаtiопаl tests
fоr guaranteed реrfоrmапсе in order to сопfirm:

. Еqчiрmепtреrfогmапсе;
о GuaTanteed equipment power fоr 72 hours ofoperation.

The quality of the products produced during wаrrапý tests musl comply with the quality indicators set
out in раrаgrарh 4,3. of this Technical Specification.
The wаrrапtу period of ореrаtiоп of the equipment set is l6,000 machine hочrs оr
24 months (depending on what comes first) аftеr the completion ofa соmрrеhепsiче
ореrаtiопа[ test fоr guaTanteed реrfоrmапсе and the signing ofthe equipment acceptance certificate;
During the wаrrапtу реriоd, the supplier is obliged to send qualified specialists to
eliminate any equipment рrоЬlеms that occurred due to imргореr quality of the
supplied equipment, or hidden equipment defects that could not Ье detected during
wаrrапtу реrfоrmапсе tests;

The period between the receipt of йе notification ofthe wаrrапtу event and the агriчаl ofthe
supplier's specialists at the Customer's site should not exceed 2l саlепdаr days;
If it is necessary to rерlасе any defective unit оr part of the equipment, the period of
replacement of the part апd elimination ofthe detected dегесt should not exceed а period
оГmоrе than 1 (one) month, unless otherwise stipulated Ьу the production cycle ofthe rерlасеd раrt
and / оr unit;

Requirements fоr the transfer of technical and оthег documents to the сustоmеr whеп5.2

deliverin oods
е set supplied with the equipment and documentation must consist, but not limited to, of the

Гollowing list of documentation provided in Russian and English, 2 copics each, in рареr and
electronic versions:

о Installation, assembly апd commissioning manual;
. Detailed general-view drawings апd sketch diagrams ofthe placement ofthe main and auxiliary

equipment, indicating specific properties and detailed energy needs;
о productivity, taking into account the waste used;
о Drawing and detailed description ofthe рапs used, bolt dimensions;
. Repair, operation and maintenance manual;
о Electrical connection diagrams (all types);

о Description ofblockages фlосk diagrams) indicating the rеаsопs fоr possible еmеrgепсу stops
(causal diagram) and their effect on devices;

. Technical specifications and descriptions ofdevices and other technical iпfоrmаtiоп;
Detailed technical specifications оfsраrе раrts with а description and indication of drawings

1,h

ment insurance is саrriеd очt at the ех se of the su liсr.ul
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5. RE UIREMENTS FОR ТНЕ RULES ОF DELIVERY AND ACCEPTANCE

6. TRANSPORTATION REQUIREMENTS

5.3 Requirements for product iпsчrапсе 1;-. *r.Ь.
./зu-:-iз}
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Тhе suppliеr must bear all the costs оf transporting the equipment and is fully rеsропsiЫе fоr апу
damage to the equipment during transportation.

7. RE UIREMENTS FOR ТНЕ SCOPE ЛND / OR DURATION ОF GUЛRАNТЕЕS

9. SERVIсE RE UIItEMENTS

йе supplier's services within the framework оf йе concluded contract fоr the supply оf
complete equipment should include:
- Delivery ofall components and parts оf complete production lines чпdеr the conditions specified in
section No. 14 ofthis technical specification;
- Supervision of installation and commissioning at the Customer's site of the equipment of the supplied
main equipment;
- All expenses fоr accommodation, meals, daily expenses, аir tickets, trачеl expenses and othel
expenses оГthе supplier's specialists;
- Commissioning оf installed equipment:
- Coordination of work Ьу the supplier and sub-suppliers for the equipment configuration;
- Conducting comprehensive реrfоrmапсе waranty tests at the Customer's site аftеr putting the
complete equipment into ореrаtiоп and putting it into stable operation;
Provision ofqualified реrsоппеl оf the mапufасtчrеr and sub-suppliers (if necessary) during the period
of commissioning and complex реrfоrmапсе tests;

Provision Ьу the mапufасturеr/sчррliег of information about the operating costs оfthе equipment,
according to the геgчlаtоry and tесhпiсаl documentation.

The scope оf

Technical s teed su ort йth S fоr 2 ears ог furthеr о tionаrtS

pment must comply with intemational quality and environmental safety requirements;
Тhе equipment must not cause any damage to the environment;

The equi

The е ul must Ье safe dчriп and dis salrtS erati Stora

The mапuГасtчrеr оr supplier muýt gчагапtее the quality of the machine for thrее years
fоr the main соmропепts ofthe machine. If, foT technical Teasons, the main pacs ofthe
machine fail, the Мапчfасtuгеr оr supplier must rерlасе them with пеw ones frее оfсhаrgе. (The
customer rеtчms the damaged parts).

The quality ofthe goods must comply with the established standards and technical
conditions of the mапufасtчrеr and Ье confirmed Ьу а certificate offactory tests issued Ьу the
mапчfасtчrеr;

The quality ofthe product must ensure that it сап Ье used fоr its intended purpose without negative
consequences.

It is necessary to provide certificates (certiГlcate oforigin, mапufасtчrеr's quality certificate
and / оr other certificates оГ iпtегпаtiопаl, recognized lаЬоrаtоriеs and test centers);

t0. ENvIRONMENTAL RE UIREMENTS

l1. SАFЕтY RE UIREMENTS

|2. UALITY RE UIREMENTS

Ф

Аftеr the conclusion ofthe сопtrасt, the Supplier provides the Сustоmеr within 2 (two) weeks:
- А master plan for the location oftechnological equipment with ап indication ofthe energy needs of

l3. ADDITIONAL oTHER RE UIREMENTS
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each unit of equipment in the production сhаiп;
- ОчегаlI dimensions оfthе supplied technological equipment;
- Drawings fоr the location ofthe line, foundations;
- Очеrа[l dimensions оfuпdеrgrочпd channels fог laying епgiпеегiпg communications;
- Technical ршаmеtеrs ofcables and pipelines;
- Technical palameters and Intemational standmds of lubricants used (oil and lubricants) and а list of
suppliers ofthese materials fоr рurсhаsе Ьу the Customer;
- The supplier agrees with the Customer on the color of the supplied technological equipment Ьеfоrе
the completion of the manufacturing oftechnological equipment.

14. REQUIREMENTS FоR TIIE QUANTITY, CONFIGURATION, PLAсE AND TIME
PERIODICI ОF DELIVERY

l5. ItE UIREMENT FOR TtlE FОRМ ОF ТНЕ SUBMITTED INFORMATION

* Note: The deyeloper is responsible for the correctпess offilliпg iп апd unfilled items

Scope of delivery - l set оf industrial shredder and 2-уеаr fast-wearing spare palts
Delivery period -I-II quarter of2022y.
Wagon delivery/Container delivery:DAP-railway station Кепgsоу (station code-732602), GAZhK
"uzbekistan Теmir yullari"
Transport delivery:DAP-Republic оf Uzbekistan, KasЖadarya region, Gчzаr district, Shurtan village,
180з00
Container delivery: DAP-railway station Kengsoy (station code -7З2602), GAZhK "Uzbekistan Теmir
Yullari"

The submitted technical proposal must have а сору on electronic media (CD / DVD discs оr USB
storage media)
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