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TECHNICAL ASSIGNMENT

fоr the purchase of shut-offvalves with а steel flange

for the needs of LLC <Shurtan GCC)
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1. GENERAL INFORMATION

2 ДPPLICATION

1.1Name
l .Ball valve with а mапчаl mechanical gеаrЬох with а set of mating flanges, fasteners and а swivel plug 20" #600
2. Flanged check valve 20" #600

3. Two flanged butter{Iy valves 28" #l50.
4, Double blocking valve with mating flange kit, 3/4" hаrdwаrе #600
5. Rising stem wedge gate valve with mating flange kit,2'#600 fasteners,
6. Valve with mating flange kit, 2" #600 fasteneB.
7. Two flanged butterfly valves 20" # l50.

l .2 Basis апd purpose of material acquisi tiol1

Reason: annual application fоr 2021 апd 2072.
Рurроsе: used оп new project workers.

1.3 Notice of novelty
The equipment must Ье new, not еаrliеr than 202l оfrеlеаsе (which was not in use, including which was not
restored, which did not restore сопsumеr properties).

Shul-offvalves аrе used 1о and cIose tесhпо ical l lines ofthe eth lene roduction s

з. SERVIсE coNDITloNS
3.1 Gепеrаl operating conditions

The орегаtiпg mode ofthe installation is continuous. The unit is stopped for rераiв опсе а уеаr for l8 days. The shub
off valves аrе installed in ап о

4. TEсHNICAL RE UlREMENTS

1.!cltJt{ ц

4.1 Basic technical ulrеmепts
Ball valve with а manual mechanical gearbox with а set of mating flanges,

fasteneв and а swivel plug

Accession ýре: flange.

Quantity 2 SetS.

Fасе to Fасе Dimensions / Fасе to face: ASMEB 16.1 0

Flange Ends Dimensions / Connecting flanges: ASME В l6.5

Inspection апd Test / TeStS fог strепgth and tightness: API 598 .

Рrеssчrе-Теmрrаtчге Relationship: ASME В l6.34

Туре Flange / Raised Flange: RF (STD)

ASME б00 class.

Nominal passage ofthe ball valve: 20"

Tightness class: "А".

Working environment: Water, steam, gas, oil products,

SuiИble Temperature / Working environment tеmреrаfurе: +l35oC

Body / Body material: ASTM А2l б Gr,WСВ

Ball / BalI: AISI зlб

Stem / Stem: AISI з16

Seat Ring / Ball Seal: РЕЕК

O-ring stem / Gland seal: Yiton

Seal body / Body seal: РЕЕК
ý
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DUAL PLATE СНЕСК VALVE (Flanged Rейiпеr less) TYPE BFR Flапgеd
check valve without plug.

Quantity / Quantity l piece

Size / Nominal diameter: 20"

Class /ASME 600 class

Design in ассоrdапсе with API 594

End to end dimension in accordance with API 594

Flange ends in ассоrdапсе to /Connection flanges: ASME В l6.5

Inspection and TeSt according to API 598

Manufacturing: metal-to-meta| seal. / Мапчfасfuге: metal-to-metal seal,

Tightness class: "А".

Туре Flange / Raised F|апgе: RF (STD)

rШorking medium / Working environment: Water, steam, gщ, oil products.

Operating environment tеmреrаtчrе -29 - 425"С

Working environment рrеssчге: 5500 kPa.

Body / Housing mаtегiаl: ASTM А2l б WCB

Body Seat: ASTM A2l7 CAl5
Disc seat ASTM 4l0SS

Plot: ASTM 4l0SS

Spring/Spгing mаtегiаl: Inconel Х750Ф.
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Two Flanged Butterfly Valves

Quantity 2 pieces.

Nominal diameter in inches: ASME size: 28"

Nominal рrеssчrе: Ра class ASME l 50.

Gепеrа| design requirements: API 609

Fасе to face: ASME в l6.10
Connecting flanges: ASME В l6.47 Serie В

connecting lug RF.

StrengIh and leak test: API 598.

Management: Local mесhапiсаl.

Рrеssurе-Теmргаturе Relationship: ASME В l6.34
Tightness class: "A".
Working епчirопmепt: Water, gas, oil products

Wоrkiпg environment tеmрrаturе:l20"С
Body / Body material: ASTM A2l б WCB
Disc: ASTM A35l сF8М
Stem: ASTM А564 630

Seat retainer: ASTM А l05N
Down Веагiпg Bushing: SS304+PTFE
Seat ring: РТFЕ
Locating ring: S 5304

Stem Packing: S 5304

Gland Вчsh: РТFЕ
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Doub|e blocking fittings with а valve with а set of mating flапgеs,
fastenersQuantiý 4 sets.
Dimensions: ASME В l6.10
Connections: ASME вlб.5
Working Рrеssчrе: CLLAS 600(PN l00)
Working Temperature: -29"С / +l 80'С
Body / Body material: ASTM А l05
Ball / ball material: AISI 3 l 6
Cover / Lid Material: Material: ASTM А l05
Wedge gate valve with а set of mating flanges, fasteners Тrim #l2 /
WcB
Quantity / Quantity l set
Size ,Д.lоmiпаl pass: 2"
Class /Class according to ASME 600.
Ореrаtоr - Hand wheel / Drive - hапd wheel;
Tightness class: "А".
Design апd Manufacture / Gепеrаl design requirements: Face-to-face:
ASME Bl6.10
Connecting flanges: ASME В l6.5
Strength and leak test: API 598.
Рrеssurе-Теmреrаtчrе Ratio: ASME В l6.3 Raised Flапgе: RF (STD)
\{orking епчiгопmепt: Water, steam, acids and alkalis, gas, oil
products.
Working environment temperature: -29-425"С
Body / Housing material: ASTM А2l б Gг. WCB
Воппеt/Сар Маtеriаl: ASTM А2lб Gr.WСВ
Disc / Disc material: СF8М
Stem/Stem material: AISI 3l б
Gasket / Gasket material: Graphite-|304SS

Seat Ring / Sealing ring materia|: 316 + St Grб (at least З50 HBN)

ц__

Globe Valve / Valve with а set of mating flanges, fasteners.Quantiý /

Quantity l set
Size / Nominal pass: 2"
CIass / Class according to ASME 600.
Operator - Hand wheel / Drive - hand wheel;
Tightness class: "A".
Design and Мапufасturе / Сепеrаl Design Requirements: BS l 873/API
бD
Fасе to Fасе Dimensions / Fасе to face: ASME В 16.10
Flange Ends Dimensions / Connecting flanges: ASME В l6.5
lnspection and Test / Strengtlr and tightness tests: API 598.
Туре Flапgе/ Raised Flange: RF (STD)
Pressure -Теmреrаturе сhаrt/ Ргеssчrе-Теmреrаtuге Relationship:
ASMEB l6.34
Working medium / Wогkiпg environment: Wаtеr, steam, gas, oil
producls.
Suiиble Теmреrаfu rе: -29-425ОС
Body / Body material: ASTM A2l б Gr.WСВ
Воппеt/ Сар МаtеriаI: ASTM А2lб Gr.WСВ

I Disc/ Disc material: FЗ [ 6
l Stem/ Stem material: SS 3lб
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Double Flanged Вчпеrflу Valve
Quantity l piece.

Nomina| diameter in inches: ASME size: 20"
Nominal рrеssuге: Ра class ASME l50.
Gепеrаl design rеqчiгеmепts: APl 609
Fасе to face: ASME В l6.10
Соппесtiпg flanges: В l6.5.
connecting lug RF.
Strength and |eak test: API 598.

Мапаgеmепt: Local mechanical.
Pressure_Temperafure Re|ationship: ASME В l6.З4
Tightness class: "А".
Working environment: water, gas, oil productS.

Working environment tеmрегаfurе: l 20ОС

Body / Housing materia|: ASTM А35 l СF8М
DiSc: ASTM Аз5l сF8М
Stem: ASTM A35l сF8М
Down Bearing Bushin8: SSЗ04+РТFЕ
Seat riпg: РТFЕ
Locating ring: S SЗ04
Stem Packing: S 5304
Gland Bush: РТFЕ
Bottom CoveT: ASTM А l05N
Bolt: ASTM Al93 В7
Gasket: РТFЕ

Bolt: ASTM А320 L7

The Participant, as part ofhis application ofthe established fоrm, must indicate the position ofthe mапufасturег оfthе
Goods, the country of manufacture, as well as submit documents issued directly Ьу the mапufасtuгеr ofthe Goods,
certirying the dealer's powers ofthe Participant оr а letter сопfirmiпg the readiness ofthe mапufасtчrеr ofthe Goods
to de|iver in ассоrdапсе wiй the ToR.

The participant must provide а technical proposa| (all documentation) in Russian or English.

Тhе suррliеr must provide in the technical proposal drawings for each item, which indicate the dimensions of the
structures, materials, раrаmеtеБ of the required tests developed Ьу the mапчfасtчrеr, the паmе and logo of the
mапчfасfurеr's соmрапу.

Тhе supplier is obliged to provide the mапufасturеr's form, which specifies the conditions for the fulfillment оfwаrrапtу
obligations.
If the above requirements аrе not provided in the technical proposal, this technical proposal will Ье considered поп-
compliant. Documents not Submitted will not Ье re-requested.

4.2 Additional requirements
Input сопtгоl of materials at the manufacturing plant, сопfiгmеd Ьу the rеlечапt documentation.

Quality control of shut-off valves in the manufactuгing process at mапчfасtчriпg plants, сопfiгmеd Ьу rеlечапt
documentation.
Тhе mateгials used for the manufacture ofvalves must hаче quality ceгtificates, in ассоrdапсе with section 4.1 ofthis
specification.

4.3 LаЬеliпя requirements
Тhе marking must comply with the requirements ofthe state standaгds ofthe Republic of Uzbekistan, which do not
contradict and аrе not iпfеriоr to gепеrаlIу accepted international sИndards. The labeling ofthe gоофлшt_сопtаiп the
deciphered паmе of the equipment, the паmе of the mапufасturеr, the address of thе mапufас!чrеrЪ ]ocation and the
date оf issue. // '
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Тhе packaging must comply with the rеquiгеmепts ofthe State Standards ofthe RерuЫiс of Uzbekistan апd generally
accepted iпtеrпаtiопаl standards.
Packaging must stгiсtlу соmрlу with the product labeIing.
The Goods аrе delivered in а speciaI сопtаiпег (packaging) provided fоr this ýре ofGoods, which ensures the integrity
ofthe Goods during transportation апd delivery.
The packaging is disposable and cannot Ье rеtчrпеd to the Supplier.

5. RE UIREMENTS FOR ТНЕ RULES ОF DELIVERY AND ACCEPTANCE

6. TRANSPORT RE UIREMENTS

UIREMENTS FOR ТНЕ VOLUME AND/OR TERM ОF GUARANTEES7

8 UIRЕмЕN,гS FоR UALITY AND CLASSIFICATION

5.1 Оrdеr оf delivery and acceptance
The goods аrе accepted after testing ZRA (shut-offcontrol va|ves), ifthe technical рагаmеtев comply with clause 4.1,
ап acceptance certificate is drawn чр in accordance with the contract.
When accepting the goods frоm the сапiеr, the Customer (consignee) is obliged to check the compliance ofthe goods

with the iпfогmаtiоп specified in the сопtrасt, specifications оr additional agreements to it, as well as in tгапsроrt,

accompanying documents, quality certificates of the mапufасturеr.

In case оf non-compliance ofthe delivered goods with thе ordeTed specification оr if the goods did not pass

the incoming quality control, the Supplier is obliged to replace it within 14 calendaT days. Transportation
costs fоr the replacement ofthe goods аrе bome Ьу the Supplier ofthe goods

5.2 Requirements fоr the transfer to the customer oftechnical and other documents uроц d9!цýry !{ýqцф
То сопfirm the novelty of the equipment, the supplier must, at the time of delivery, submit the following documents
сопfiгmiпg the novelty, quality and compliance with the technical specifications ofthe equipment proposed for
delivery:
- technical passporв, operating instructions for the goods, originals ofthe quality document fоr products in Russian.
_ а сору ofthe certificate ofconformity (valid at the time ofthe auction) сопfirmiпg compliance with the

requirements of regulatory documenв;
- mапчfасtчrеr's test certificate;
- samples of warraný cards.
The Сопtrасtоr guarantees the Customer that the еqчiрmепt purchased Ьу him corresponds to the technical
characteristics ofthe equipment dесlагеd Ьу the customer ofthis equipment.
lt is necessary to provide Маtегiаl certificates indicating chemical analysis and Strength characteristics. lt iS песеssаry to

provide Certificates of conformity of the material, ProYide manufacturer's qualiý certificates iп the scope of the technical
proposal. Indicate the place and country ofthe product being manufactured

Тrапsроrtаtiоп conditions must епsurе the safeý ofproducE, dimensions based оп the possibiliý оf transpoгtation to

the reci ient's warehouse

The sчррIiег ргочidеs а quality guarantee fоr the goods in accordance with the manufacturer's guагапtее.

The supplier is obliged to provide а document оп the letteгhead ofthe mапufасturеr, which specifies the conditions fоr
the fulfillment of wаггапtу obligations.
The suppIier guarantees the quality and Safety ofthe Supplied goods in ассоrdапсе with the сuпепt standards approved

for this type ofgoods, and the availability ofceгtificates required fоr this type ofgoods, issued iп accordance with the

legislation ofthe Republic of Uzbekistan.
The wаrrапtу period of operation must Ье at least 5 years frоm the date of commissioning of sраrе parts. Тhе supplier
of the goods during the wаrгапtу period must rерlасе the delivered goods that аrе out of оrdеr at thеiг оwп expense,

rovided that the defect по fault ofthe сustоmеr.Ьrеаk ofthe oduct оссurrеd thгоu

The product must Ье of high qUality and meet the requirements for its intended purpose, having the necessary

consumer properties and technical cha racte rist ics, environmental and industrial safety cha ra cte rist ics. The quality of
the goods must Ье confirmed Ьу а quality се rtificate issued Ь the manufacturer.

Technical documenйtion must Ье iп Russian. Upon delivery, the Suррliег must submit documents сопfirmiпg the

compliance ofthe producB оffеrеd Ьу him with the established rеqчiгеmепts:
it is necessary to provide а quality certificate (original оr а сору certified Ьу the Supplier's seal) fоr thе delivery batch.

- the suррliеr is also responsible for compliance with technical раrаmеtеrs and fоr quality; ,.,

_ in case of поп-соmрliапсе of the Products with quality requirements. the Products sha|l Ье- retumed, and all costs
fоr its purchase and delivery shall Ье Ьоrпе Ьу the Supplier.
The supplier must Ье а mапufасturеr оr an official dealer ofthe manufaclurer (it is obligatory to provide а сору ofthe
dealer certificate). Copies of these duly certified documents specified in this рrосurеmепt documentation must Ье
included ant in histhe rtici al

9. ADDITloNAL OTHER RE UI REMENTS

I
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l0. REQUIREMENTS то тнЕ QUANTITY, PACKAGING, PLACE AND TERM (FREQUENCY) оF
DELlvERY

ll. UIREMENTS FОR ТНЕ FORM ОF INFORMД],ION ТО ВЕ SUВМIТТЕГ)

lNote: The developer is responsible for the correctness of the filling апd lhe uпfllеd ilеп.

1. Ball чаlче with а mапчаl mechanical gеаrЬох with а set ofmating flanges, fasteners and а swivel plug 20" #600
iп the amount of-2 SetS.

2. Flanged Check Valve 20" #600 _l рс
3. Two flanged butterfly valves with а set of mating flanges and fasteners 28" # l50 in the amount of_2 pcs.

4. Double Ыосkiпg fitting with 3/4" #600 valve in the amount of -4 sets.

5. Rising stem wedge gate valve with set of mating flапgеs, fiБtепеrs 2" #600 in thе amount of-l set

6. VаIче with set of mating flапgеs, fasteners 2" #600 iп the аmочпt of_l set

7. Two flanged Ьuttеrflу valves 20" #l50 in йе аmочпt of_l рс.

Delivery time; шttl 09 /20 12022.

Wagon delivery / СопИiпег deliv€ry: DAP - гаilwау. Агt. Кепgsоу (sИtion code - 1З2602), SJSRC "Uzbekiston Теmir
Yullari"
Тrапs :DAP_ blic of uzbekistan, kash Guzar di shurtan vil ]80з00sIl

Textual iпfоrmаtiоп (description, drawings, diagrams) must Ье provided in Russian and / оr English, in рареr and
electronic fоrm l


