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fоr the purchase of shut-off valves with а steel flange

for the needs of LLC <Shurtan GCCD

LLC KShurt ап GCC>>2022 у .



1

l. GENERAL INFORMATION

2. APPLIcATloN

l .l Name
Rising stem gate valve З" #600
Rising stem gate valve 4" #б00
Rising stem gate valve б" #600
Rising stem gate valve l2" #б00
Vаlче. 8" #600
Cryogenic rising stem gate valve 1 .l/2' #300
Double Disc Wafer Check Valve l2" #600
Gеаrеd Ball Valve l2" # l 50
Geared ball valve l2" #300
Double flan bu va|ve 28" #l50

l .2 Reason and оf rсhаsiп the
Reason: annual application for 2021 апd 2022
рurроsе: replacement of the existing shut-off valves is that duriпg 20 уеав of operation, the shut-off valves wеrе

rеd l hout l d l ali frера I Sevеrа 1l meS I I rер acem ent arl е llll lп оп о the рrоЬ emS ted ith th п Ieakage theasSoc la е I ll
I hе ргоd Shopр ре l neS Iп t uct I th Stee I flanged and ld d ed I

lon а сS е Jо IпtS аrе u S оп р ре lneS
I ll the ol l and l пd u to letе l Shu t оff the flow of the ork ln med ] um

l .З Notice of поче
The product mчsl Ье new апd
поt been restored to сопsчmеr

Suttable fог use, which has поt been in use, including has not Ьееп restored, which has
leS

shut-offvalves аrе used to and close technol ical Iines ofthe lene uction Sh

3. SERvlcE coNDlTIoNS
3.1 Gепегаl operatin g conditions

The operating mode ofthe installation is continuous. The unit is stopped for гераiв once а уеаr fоr l8 days. The shub
оfг valves аrе installed in an аrеа with ап ambient tem rаturе of-20 +60'С.

UIREM ENTS

Gate valve / Gate vslve.

Qцantity / Quantity l piece
Size Nominal pass: 3"
Class /Class ра ASME 600.
Ореrаtоr - Налd wheel / Dгiче - hand wheel;
Tightness class: "А".
Design and Manufacfure / Gепеrаl design requirements: APl 600
Fасе to Fасе Dimensions / Fасе to face: ASME Bl6.10
Flапgе Ends Dimensions / Connecting flапgеs: ASME В lб.5
Iпsресtiоп алd Test/ Tests fоI stsепgth and tightness: API 598.
Ргеssчrе-Теmреrаfu rе сhаrv Рrеssчrе-tеmреrаfurе reIationship: ASME В
l6.34
Туре Flange / Raised Flапgе: RF (STD)
Working medium / Working environment: Saturated-Iegenerated
dieфanolamine 30%.

SuitabIe Теmреrаtчrе / Working environment tеmреrаfuIе: -29425"С
Body/Case Material: ASTM A2l7 Grаdе CAl5
ВоппеvСар Material: ASTM A2l7 Gгаdе CAl5
Disc/ Disc material: сF8м
Stem/ Stem material: AISI з lб
Gasket/ Gaskel mateгial: 304+GYLoN
Seat Ring Material: ASTM А l Е2 GR FЗ04
Backseat/ Тор Seal Sleeve Material: ASTM Al82 GR Fз

G|апd/ Material: ASTM AlE2 GR Fба

'I

4.1 Basic technical uirements
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Gate Valve / Gate чаlче.

Quanlity / Quanlity l7 pcs.

Size / Nominal pass: 4"
Class /Class ра ASME б00.
Ореrаtоr - Hand wheel / Drive - hand wheel;

Tightness class: "А".
Design and Мапчfасfurе / Gепегаl design requirements: API 600
Fасе to Fасе Dimensions / Fасе to face: ASME В l б.l0
Flапgе Епds Dimensions / Connecting flanges: ASME В l6.5
Inspection and Test / Strепglh and tightness tests: API 59Е.
Туре Flапgе/ Raised Flange: RF (STD)
hеssuге-ТеmреrаtчIе Ratio: ASMEB l6.З4
Working environment: Saturated-regenerated diethanolamine 307о.

Suitable Теmреrаfu re:-,29 425" С
Body / Housing material: A35l СFЕМ
Bonnet/ Lid material: A35l СF8М
DiSc/ Disc material: сF8м
Stem/ Stem material: AISI з lб
Gasket/ Gasket material: зo4+GYLоN
Seat Ring Material: АЗ5l СF8М
BackseaV Тор Seal Sleeve Malcrial: ASTM А l82 GR FЗ04

Gland,/ Malerial: ASTM AlE2 GR Fба

l€

-,.-l

Gate valve / Gate valve.

Quantity /Quantity Е pcs.

Size ,Nominal pass: 6"
Class /Class ассогdiпg to ASME 600.

Operatol - Hand wheel / Driче - hand wheel;

Tightness class: "А".
Design and ManufacfuTe / Gепеrаl design requiгements: APl 600
Fасе to Fасе Dimensions / Fасе to face: ASME В l6.10
Flange Ends Dimensions / Соппесtiпg flanges: ASME В l6.5
Inspection and TesV Tests fоr strength and tightness: API 59Е.

Рrеssчrе-Теmрегаfu re сhаrv Рrеssчrе-tеmрегаfu rе relationship:

ASME в l6.з4.
Туре Flange / Raised Flапgе: RF (STD)
Working medium / Working епчiгопmепl: Safu rаtеd-геgепеrаtеd

dieфanolamine 307о.

SчitаЫе Теmреrаfu r е: -29 425" С
Body / Housing material: A35l СF8М
Bonnet/ Lid material: A35l СF8М
Disc/ Disc material: СF8М
Stem/ Stem material: AISI 3lб
Gaskev Gasket material: з04+ GYLoN
Seat Riпg Маtегiаl: АЗ51 СF8М
Backsea' Тор Seal Sleeve Material: ASTM А l82 GR F

Gland/ Material: ASTM А I82 cR Fба
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Ge.rt ojrea(Te(t
Gate vaмe
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Globe Vаlче / Valve,

Quantity / Quantity l piece

Size / Nominal pass: 8"

Class / Class according to ASME 600.

Operator - Hand wheel / Drive - hand wheel;

TigЬtness class: "А",
Design and МапчfасfuIе / Gепеrаl Design Requirements: ВSl87З/АРI бD
Fасе to Fасе Dimensions / Fасе to face: ASME Bl6.10
Flange Ends Dimensions / Соплесtiпg flanges: ASME В l6.5
lnspection and TeSt / Sfength and tightness tests: API 598.
Туре Flange/ Raised Flапgе: RF (STD)
Ргеssчге -Теmреrаtчrе сhаrv РгеSsчIе-ТеmреmfuIе RelationShip:

ASME в 16.34

WoTking medium / Working environment: SafuIated-regenelated

diethanolamine з0%.

Suitable Теmреrаfu re -29 425" С
Body / Housing mateIial: АЗ5l СF8М
BonneV Coyer material: АЗ5l СF8М
Disc/ Disc material: F3lб
stem/ stem material: ss з lб
Gasket/ Gasket material: з04+GYLоN
Seat Ring/ Sealing ring material: Со Cr alloy faced FЗ l
Back seaV UppeT seal sleeve material: SS 3l б
Disc пчt/ Disc nut material: SS з lб

Gland Flange Material: SS
l,
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Gate valve / Gate чаlче.

Quantity / Quantity 2 pcs.

Size / Nominal pass: l2"
Class / Class according to ASME 600.

operator - opeйted gеаrЬох
Tightness class: "А".
Design and Manufacture / General design requiTements: APl 600
Fасе to Fасе Dimensions / Fасе to face: ASME Bl6.10
Flange Ends Dimensions / Connecting flanges: ASME В l6.5
lnspection and Test / Strength апd tightness tesв: API 598.
Туре Flange/ Raised Flапgе: RF (STD)
PressuTe TempeTatuTe сhаrУ Pressure-Temperature Relationship:
ASME в l6.з4
Wоrkiпg medium / WоIkiпg епчirопmепt: Safurated-Iegeneгated

diethanolamine зOуо.

Suitable Теmреrаtцrе: -29 425" С
Body / Housing material: АЗ5l СF8М
Воппеt/ Lid material: Аз5l сF8М
Disc/ Disc material: сF8М
Stem/ Stem material: AISI з lб
Gasket/ Gasket mаtеriаl:з04+ GYLON
Seat Ring Material: A35l СF8М
BackseaV Тор Seal Sleeve Material: ASTM Al82 GR FЗ04

Gland/ Material: ASTM AlE2 GR Fба
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cryogenic Gate valve / cryogenic gate valve.

Quantity / Quaпtity 2 pcs.

Size Nоmiпаl Ьоге: 1.I/2"

Class /Class ассогdiпg to ASME 300.

OperatoI - Напd wheel / Drive - hand wheel;

Tighmess class: "А".

Design standard аý реr / Design standard according to: BS 6364

Fасе to Fасе Dimensions / Fасе to face: ASME в l6.10

Flапgе Ends Dimensions / Соппесtiпg flanges: ASME В l6,5

lnspection and TeSt / Strength and tightneýs tests: API 598.

Туре Flапgе/ Raised Flапgе: RF (STD)

hеssчrе-Теmреrаfurе chм / Рrеssчrе-Теmреrаtчге Relationship: ASME В l6.34

Cryogenic testing BS б3б4 Gl96'С)
Suitable Теmреrаfurе: - l96'С-+ l20"c

Body / Housing material: ASTM SS316

SeatRing/ Seal Ring Material; ASTM SSЗ lб

Stem/ Stem material: ASTM SS3lбSТ

Stem Packing/ Seal Maierial: Grарhitе

Gaskev Gasket material: SS spiral wound

aFas91.]FE F:i,J:a -'r,_:
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DUAL PLATE WAFER СНЕСК VALVE (Wafer Retainer less) TYPE BR.

Double disc wafer check vaIve wiйout plug.

Quantity / Quantity З pcs.

Size / Nominal diameter: l2"

Class /ASME 600 class

Design in ассоrdапсе wiй API 594

Епd ro end dimension iп accoTdance with API 594

I Flапgе ends in ассоrdапсе to /connection flanges: ASME В l6.5

Inspection and Test according to API 598.

Туре Flange / Raised Flange: RF (STD)

Manufacturing: metal-tФ.metal seal. / Мапчfасfurе: metaI-to-melаl seal.

connection type / Accession type: wafer type.

Wоrkiпg medium / Working medium: Working medium / Working medium:
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Saturated-regenerated diethanolamine 30%.

Suitable Теmреrаfu re: -29 425" С

working environment рIеSSчIе: 5500 kPa.

Body / Housing material: АЗ5l СFtМ

Body Seat: ASTM сF8.

Disc seat ASTM сFЕ.

Plot: ASTM сFЕ,

Sргiпg/ Sрriлg material: lnconel Х750Ф.
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Ball Valve (Manual wоrm Gear Ореrаlоrs)

Acceýsion type: flапgе.

Quantity 3 pieces.

Face to Fасе Dimensions / Fасе to face: ASMEB l6.10

Flапgе Ends Dimensions / Connecting flanges: ASME В l6.5

lnspection алd TeSt / Tests for Strength and tightness: APl 59Е APl бD.

Рrеssчrе-Теmреrаfurе Relationship: ASME В lб.34

Туре Flапgе / Raised Flange: RF (STD)

Class ра ASME l50.

Nominal passage ofthe ball чаlче: l2"

Tightness class: "A".

Working medium / Working enyironment: wаlеr mixture, 30О/o sо|чtiоп of

regenerated diethanolamine.

Suitable Теmрегаturе / Working environment tеmреrаfurе: +l35oc

Body / Housing material: A35l СFЕМ

Ball / BaIl: AISI 3 lб

Stem / Stem: AlSl 3lб

Seat Ring / Ba|l Seal: AlSl 3 l6l РЕЕК

Stem Sea| / Stem Seal: РЕЕК

o-ring stem / Gland seal: viton

Seal body / Body seal: РЕЕК

Notes: Тhе чаlче shall Ье Гrrе-sаtе design and shall Ье tested реr AP1-607.
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Ball Valve (Мапчаl Wоrm Gеаr Ореrаtоrs)

Accession type: flапgе.

Quantity I piece.

Fасе to Fасе Dimensions / Fасе to face: ASMEBl6.10
Flange Ends Dimensions / Connecting flапgеs: ASME В l6.5

lnspection and Test / Tests fоr strength and tightness: API 598 API бD.

РrеssчIе-Теmреrаfurе Relationship: ASME В l6.34

Туре Flange / Raised Flange: RF (STD)

class ра ASME З00.

Nominal passage ofthe ball valve: l2"
Tightness cIass: "A".
Working medium / lVorking епчirопmепt: Saturated-regeneгated diethanolamine

ЗOо/о.

Suitable Теmреrаfurе / Working environment temperafure: + l З5"С

Body / Housiпg material: A35l СF8М
Ball / Ball: AISI 3lб

Stem/Stem: AISI 3lб
Seat Ring / Ball Sea|: AtSI 3 l6l РЕЕК
Stem Seal / Stem Seal: РЕЕК

O-ring stem / Gland seal: Viton
Sea| body / Body seal: РЕЕК
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Double Flanged Butterfly valve
Quantity З pieces.

Nominal diameter in inches: ASME size: 2Е"
Nominal pressuгe: Ра class ASME l50.
Gепеrаl design геqчirеmепts: API 609
Fасе to face: ASME в l6.10
connecting flапgеs: ASME Bl6.47 Sеriе В
соплесtiпg lug RF.
Strength and leak test: APl 59Е.

Мапаgеmепt: Local mechanica|.

РrеSsчrе-Теmрегаtчrе Relationship: ASME В l6.34
Tightness class: "A".
Working environment: Sаfurаlеd-rеgепегаtеd diethanolamine З07о

Working environment tеmрегаfu rе: l20"c
Body / Housing material: ASTM A35l СF8М
Disc: ASTM A35l СF8М
Stem: ASTM A35l СF8М
Down Веаriпg Bushing: SS304+РГFЕ
Seat riпg: РТFЕ
Locating riпg: S SЗ04
Stem Packing: S 5304
Gland Bush: РТFЕ
Bottom covel: ASTM A|O5N
Bolt: ASTM Аl9з в7
Gasket: РТТЕ

Bolt: ASTM А320 L7

The Participant, as раrt ofhis application ofthe esиblished fоrm, must indicate the position ofthe mапчfасtчrеr ofthe
Goods, the соuпфz of manufacture, as wel| as submit documents issued directly Ьу the mапчfасtчrеr ofthe Goods,
сеrtiryiпg йе dealer's powers ofthe Participaлt оr а letter сопfirmiпg the readiness ofthe mапufасturеr ofthe Goods

to deliver in ассоrdапсе with the ToR.

The participant must ргочidе а technical рrороsаl (all documentation) in Russian оr English

Тhе supplieг must provide iп the technical рrороsаl drawings for each item, which indicate the dimensions of the

structures, materials, раrаmеtеБ of the required testý developed Ьу the mапufасturеr, the паmе and logo of the

mапчfасtчrеr'S соmрапу.

The supplier is obliged to provide the mапufасtuгеr's fоrm, which specifies the conditions fоr the fulfillment оfwаrrапtу

оЫigаtiопs.
If the above requirements аrе not provided in the technical рrороsаl, this technical рrороsаl will Ье сопsidегеd поп-

compliant. Documents not submitted will not Ье re-requested.

4.2 Additional requirements

Input сопtrоl of materials at the mапufасturiпg plant, сопfirmеd Ьу the relevant documentation.

Qualiý сопtrоl of shut_off valves in the mапчfасtчriпg process at mапчfасtчriпg plants, сопfirmеd Ьу relevant
documentation.
The materials u
specification.

sed for the mапufасturе of valves must have quality certificates, in ассоrdапсе w of this

r,"r"r _.".i\ц
The marking must comply with the requirements of the state standards of the RерuЫiс of
conlradict and аrе not iпfеriоr to generally accepted intemational standaгds. The labeling of
deciphered паmе ofthe equipment, the паmе ofthe mапчfасfurеr, the address ofthe mапч
date of issue. _,1
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4.З Labeling requirements
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4.4 Dimensions and packaging rеquirеmепts

Packaging must епsurе the safety ofthe goods dчriпg transportation, loading апd unloading operations and mочеmепt
ofthe goods to the place of its installation.
The packaging must соmрlу with the геquirеmепts ofthe sиte standards ofthe Republic ofUzbekistan and gепегаllу

accepted intemational standards.
Packaging must strictly comply with the product labeling.
The Goods аrе delivered in а spcial сопtаiпеr (packaging) provided fоr this typ ofGoods, which епsurеs the integrity
ofthe Goods during transportation апd delivery.
The расkаgiпg is disposable апd саппоt Ье rеtчrпеd to the SuppIier

) UIREMENTS FOR ТНЕ RULES ОF DELIVERY AND ACCEPTANCE
5.1 оrdеr of delive апd се

The goods аrе accepted аftеr testing ZRA (shutoff and сопtrоl valves), if the technical раrаmеtеrs соmрlу with clause

4.1, ап ассерtапсе certificate is drawn up in ассоrdапсе with the contract.
When accepting the goods frоm the сапiег, the Customer (consignee) is obliged to check the compliance ofthe goods

with the information specified in the conlract, specifications оr additional аgrееmепts to it, as well as iп tгапsроrt,

accompanying documents, quality сегtifiсаtеs of the mапufасtчrеr.

Iп case of non_compliance ofthe delivered goods with the оrdеrеd specification оr if the goods did not pass

the incoming quality control, the Supplier is obliged to replace it within t4 саlепdаr days. Transportation
lieT of the oods.oods аrе bome the Sulacement of thecosts fоr the

5.2 Requirements for the transfer to the customer oftechnical and оthеr documents upon delivery оfequipment

то сопfirm the novelty of the equipment, the supplier must, at the time of delivery, submit the foll

сопfiгmiпg the novelty, quality and compliance with the technical specifications ofthe equipment proposed fоr

delivery:

- technical passports, operating instructions fоr the goods, originals ofthe quality document for products iп Russian.

- а сору ofthe certificate of conformity (valid at the time ofthe auction) сопfirmiпg comp|iance with the

rеquirеmепБ of геgulаtоry documený;

- mапчfасturеr's test certificate;

- samples of wапапtу саrds.

The contractor guarantees the customer that the equipment рurсhаsеd Ьу him corresponds to the technical

сhагасlеristiсs ofthe equipment decIared Ьу the счstоmеr ofthis equipment.

It iS песеSSаrу to provide Material certificates indicating chemical analysis and strength charactelistics. It is necessary to

provide certificates of conformiý of the mаtегiаl. provide manufacturer's quality certificates in the scope of the technical

proposal. Indicate the place апd country ofthe product being ргоdчсеd.

owing documenls

6. TRANSPORT REQUIREMENTS

Тrапsроrtаtiоп conditions must епsчrе the safety of products, dimensions based on the possibility ОftranSportation to

the recipient's warehouse

7. REQU]REMENTS FOR ТНЕ VOLUME AND/OR TERM ОF GUARANTEES

раrls
rе а el'th L о

о
ý

Тhе supplier provides а quality guarantee fоr the goods in accordance with the mапufасturеr's guаrапtее.

The supplier is obliged to provide а documenl оп the letterhead ofthe manufacturer, which specifies thе conditions for

the fulfillment of wаrrапtу оЫigаtiопs.
Тhе supplier guarantees the quality and safety ofthe supplied goods in ассоrdапсе with th

fоr this type of8oods, and the availability of certificates required fоr this ýре ofgoods, i

legislation ofthe Republic of Uzbekistan.
The wаrrапtу period of ореrаtiоп must Ье at least 5 уеаrs frоm the date of commission
of the goods during the warranty period must replace the delivered goods that аrе ou

аррrочеd
е with the

tandardsс с
с

ided that the defecl Ьгеаkа h по fault ofthe cuofthe uct оссurrеd throu

ррliеr
penSe,
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8. REQUlREMENTS FoR QUALITY AND CI,ASSIFICATIoN

The product must Ье оfhiф quality and meet the rеqчirеmепý fог its intended purpose, having the necessary consumer
рrореПiеs and technical characteristics, епчirопmепИl and industria| safety characteгistics. The quality of the goods
must Ье сопfirmеd ual сеrtifiсаtе issued the mапufасfurеr.а

9. ADDITIONAL (oTHER) REQUlREMENTS

Technical documentation mчst Ье iп Russian. Upon delivery, the Sчррliеr mчsl submit documents сопfirmiпg the
compliance ofthe producв offered Ьу him with the established requirements:

it is necessary to ргочidе а quality certificate (оrigiпаl оr а сору certified Ьу the Supplie/s seal) fоr the delivery
batch.

the supplier is also responsible for compliance with technical раrаmеtеБ and fог quality;
- in case of поп-соmрliапсе ofthe РrоduсВ with quality requirements, the Products shall Ье rеtuгпеd, and all costs

for iB рurсhаsе апd delivery shall Ь Ьоmе Ьу the Supplier.
The supplier must Ь а mапчfасturег оr an official dеаlеr ofthe mапчfасturеr (it is obligatory lo provide а сору ofthe
dеаlег certificate). Copies of these duly certified documents specified in this рrосurеmепt documentation must Ье
included the lcl in his

l0. REQUIREMENTS то тнЕ QUANпTY, PACKAGING, PLAсE AND TERM (FREQUENсY) оF
DELIVERY

l . Gate valve with rising stem 3" #600 in the amount of l рс.
2. Gate valve with rising stem 4" #600 in the amount of l7 pcs.

3. Gate valve with rising stem б" #б00 iп the amount of8 pcs.

4. Gate valve with rising stem l2" #б00 in the amount of2 pcs.

5. Vаlче 8" #600 in the аmоuпt of l рс.
6. Cryogenic rising stem wedge gate valve 1.1/2" #300,2 pcs.

7. Double disc wаfеr check valve l2" #600 in quantity оfЗ pcs.

8. BaIl valve with mесhапiсаl gear l2" #l50 in the amount of З ps,
9. Ball valve with а mechanical gearbox l2" #300 in the amount of l рс.
l0. Double flange butterfly valve 28" #l50 iп the amount of3 pcs.

Delivery time: uлiil 09 12012022.

Wagon delivery / Сопtаiпеr delivery: DAP - railway. Art. Кепgsоу (sиtion code _ 'lЗ2602), SJSRC "Uzbekiston
Temir Yullari"
Тrапsроrt supply: DAP - Republic of Uzbekisвn, Kashkadarya rеgiоп, Guzar district, Shurtan village, l 80З00

1.1. REQUIREMENTS FоR тнЕ FORM оF INFORMATiON то вЕ SUB}anTED\_,

'Note: The developer is respoпsible Ior lhe corfeclness oflhe |illing апd the uпlilled item

Техtчаl information (description, drawings, diаgгаms) must Ье provided in Russian and

electronic form (l сору). i
оr English, iп,рЪ and

q


