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* Standard Features

= Bodies and bonnets are cast steel
(WCB, WC6, WG9, C12A).

- Bolted or pressure seal bonnet, 0S & Y.

Pressure Class 600 (PN 110)*

Fig. No.
o Y-Pattern. J Type Ends Bonnet NPS {05}
e et STD CL SPL CL
sl e 7602 —  |Fteflow [Fanged |PessureSea | ©
3 o S = - (8¢} thru 32 (836}
* Body-guided disk piston. 602Y 702y | Flite-Flow | Butiwelding | Pressure Seal* E
* 13% chromium stainless steel stem. * Size 3 & 4 - Bolted bonnet with asbestos-free spiral wound gasket.
» : . * G
« Ashestos-free graphitic packing. Size 3 & 4 Buttweld valves are Class 700. See page 44.
« Spiral wound or composite pressure seal
gasket. 7
« Equipped with equalizer.
- : s Black numerals are in inches and pounds
Dimensions — Flite-Flow® Uolored numerals are in m ary and kilograms
& NPS| 3 4 6 8 wl T W] %] 9% ] %
FlEire No lzyInaY. Soene DN | 80 | 106 | 150 | 200 | 250 | 300 | 250 | 400 | 500 | 600 | 650 | 700 | 866
_ 18 | 155 | 2051 25| 31 | 38 1438 | 41 |/60 =667 70 | 5 | 9%
ey 330 | 394 | 508 | 660 | 787 | 965 | 965 | 1041 | 1504 | 1676 | 1778 | 2070 | 2080
1675 (2125 298 5 | 29 |4 JEis | = 7 3 .
o Feeokans langed) 425 | 540 | 737 | 838 | 551 | 4143 | 1343 | 1397
: 175 | 215 | 285 | 34 | 42 | 49 | 49 | 4 | 7 * : :
Edcenisroilop (Opsh) 445 | 546 | 724 | 864 | 1067 | 1245 | 1245 | 186 | iaca
: : 2 | o ] 0 % 20k a0 48 " : : :
b o Dy 305 | 356 | 406 | 508 | 660 | 762 | 782 1919
H - Equalizer Clearance L 2 0 12 5. 1.1 2 2 EE :
q 178 | 229 | 254 | 305 | 330 | 356 | 356 | 559 | &i0
: A 110 | 150 | 450 | 850 | 1400 | 2050 | 2050 | 5500 | 9200 | . 2 * :
Werdhs (Waiding) 50 | 68 | 204 | 385 | 635 | 636 | 830 | 245 | 4172
: 150 | 240 | 570 | 1000 | 1800 | 2850 | 3100 | 6500 | ~ - = :
Weighti{itang=d) : 88 | 100 | 258 | 454 | 816 | 1293 | 1406 | 2548

* E, G, and other dimensions and information supplied upon request.
** Impactor handwheel standard on all Flite-Flow valves.
*** Flanged valves available in sizes 3 through 16.
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