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	ITEM NO.
	DESCRIPTION

	1
	Part No.13502.Weld Cross.  Seamless Steel. O.D.219.1x 8.18 AW Cross Fitting.

	2


	Part No.12301.Pipe.  Seamless Steel. O.D.219,1X 8,18 AW Thk X 1316 Long.

	
	Part No.12301.Pipe.  Seamless Steel. O.D.219,1X 8,18 AW Thk X 1316 Long.

	3
	Part No.13503.Weld Reducer. Seamless Steel. O.D.219.1x 8.18 AW. X 141.3O.D. x6.55 A. W Concentric Reducer

	4
	Part No.12305.Сap plate. Forged steel. DIA 219,1 X 51Thk (36Thk after milling) see detail -2.

	5
	Part No.13508.Weld Cap. Seamless Steel. O.D.219.1x 8.18 AW. Thk. Semi-ellipsoidal Ansi Standard.

	6
	Part No.12311.Lug. Rolled Steel. 180x280x12 As per detail 5 On DWG. 123. C/W 1 HOLE Ø18

	
	Part No.12311.Lug. Rolled Steel. 180x280x12 As per detail 5 On DWG. 123. C/W 1 HOLE Ø18
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	DESCRIPTION
	MATERIAL

	Half Cplg. Forged steel. Part No.12312. Size 0,5" -3000 lbs Socket weld ANSI B 16.11.(See Section A-A on dwg. BA123). Pipe.  Seamless Steel. Part No.12313. 21.3 O.D.x2.77 AW x 800 Long.(To Cut).(See Section A-A on dwg. BA123). Red. Cplg. Forged steel. Part No.12314. Size 0,5" x 0.25-3000 lbs Socketweld ANSI B 16.11.(See Section A-A on dwg. BA123)
	ASTM A182 Gr F 347H


Weld Reducer. Seamless Steel. Part No.13503. O.D.219.1x 8.18 AW. X 141.3O.D. x6.55 A. W Concentric Reducer





Pipe.  Seamless Steel. Part No.12301. O.D.219,1X 8,18 AW Thk X 1316 Long.





Сap plate. Forged steel. Part No.12305. DIA 219,1 X 51Thk (36Thk after milling) see detail -2.





Pipe.  Seamless Steel. Part No.12301. O.D.219,1X 8,18 AW Thk X 1316 Long.





Сap plate. Forged steel. Part No.12305. DIA 219,1 X 51Thk (36Thk after milling) see detail -2.





Weld Cap. Seamless Steel. Part No.13508. O.D.219.1x 8.18 AW. Thk. Semi-ellipsoidal Ansi Standard.





Lug. Rolled Steel. Part No.12311. 180x280x12 As per detail 5 On DWG. 123.





Lug. Rolled Steel. Part No.12311. 180x280x12 As per detail 5 On DWG. 123.





Weld Cross.  Seamless Steel. Part No.13502. O.D.219.1x 8.18 AW Cross Fitting.





Поставка входного коллектора радианной секции должна осуществляться в собранном виде с выполнением необходимых требований технического контроля.


Radiant inlet manifold should be delivered assembled in compliance with indispensable requirements of technical control.
































